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Dear colleagues,

We are pleased to welcome you to Aussois and to JUABBERT Workshop and School.

As always, it is a exciting time for us to continue to meet and bring together inspired people
for fruitful days with interesting, stimulating discussions, exchange of knowledge and
experience on Geomechanics. Presentations of recent advances offer the chance-to-get up
date and to remain at the cutting edge.

We would like to express our thanks to all of you who contributed to the success of this poster
session!

We wish you a good workshop and school experience and a pleasant stay in Aussois (or
elsewhere if you attendetworkshop remotely)!

Kind regards,

Nadia Benahmed and Antoine Wautier.
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4-cell analogical model to describe plastic shear behavior of
granular geomaterials

Takashi Matsushima, Yosuke Higé, Yu Otaké
lUniversity of Tsukuba&Kyoto UniversityTohoku UniversityJapan
tmatsu@kz.tsukuba.ac.jpigo.yohsuke.5z@kyoetoac.jg yu.otake.b6@tohoku.ac.jp

Key woMidcsr omechanics constitutive model , unif

Abstract

Constitutivemodelling of quasistatic plastic shear behavior of granular solid is essential in
geotechnical engineering problems. Various models describing complicated soil behaviors have
been proposed mainly in the framework of phenomenological elastoplastic modafs as
extension of J2 flow theory in metals. Although another framework called micromechanics
models have also been studied to describe the bulk behavior of granular assemblies in terms of
grain scale mechanics, they are still under investigation. This daaly with the model of the

latter type as a modification of the one proposed by Matsushima and Chang (2007). We
introduce a 4ell analogical model with which the orientational distribution of contact forces

in the uniform strain model (Chang & Misra 199s modified to describe the plastic yielding
toward critical state. The following figure shows an example of the response of the biaxial
compression test under constant confining pressure in 2D granular assembly obtained by the
proposed model. The traaat behavior differs in different initial void ratio, and the stress ratio

and the void ratio converges to the identical critical state. We also confirm that the response
under constant volume test is similar to that of the undrained test of sandy soil.

References

Matsushima, T. and Chang, C.S., 2007. In Geomechanics and Geotechnics of Particulate Medi298) RG
Press.

Chang, C.S. and Misra, A., 1990. Journal of engineering mechanics, 116(10), gp32810
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Figure 1 : Biaxial compression response of the proposed model (stress ratio change (left) and volumetric strain
change (right) in terms of shear strain
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The Resilience of Localisation in Brittle Porous Media

David Michael Riley, Iai Einav, Frangois Guillard
School of Civil Engineering, The University of Sydney, Sydney 2006, NSW, Australia
david.riley@sydney.edu.au

Keywoprodrsous medi a, stress drops, |l ocalizati ol

Abstract

Brittle porous media subjected to confined compression experience compaction behaviour
ranging from smooth stress¢rain to one with recurrent abrupt drops in stress, which are often
coincident with compaction bands. To study the persistence of the stress dropsipadtion

bands, we performed experiments with fi@aditional experimental boundaries, ranging from
embedded objects to ndlat boundaries. Our results show that localisation initiation and
propagation endure despite roonventional boundary conditiorsurthermore, we develop a

novel model that qualitatively generates the different stress drop regimes observed. The key to
the model's achievement is the meskated temperature, which characterises the fluctuating
velocities at the messcale and is gena to all heterogeneous porous media. We assume that
such temperature induces a loss of strength at the reeal® and leads to a stress drop, where
stress can recover because the nreldied temperature decays into micetated (thermal)
temperatureOur model provides insight into the physical mechanisms required to generate
these compaction patterns and could generate compaction bands in boundary value problems
for brittle porous media.
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Figure 1: Experimental geometrieme shown in the left column with normalised height H and normalised width
W and the corresponding volumetric Eulerian strain rate fields are shown to the right for: (a) rectangular
domain, (b) fredloating cylinder with an initial normalised diameter=90.4, (c) embedded rectangle, (d)
convex where the initial normalised inscribed circle radius r = 3, and (e) slanted bottom boundary that occurs at
anonnor mali sed angle d = 30U. Each snapshot ohke the st
black lines overlaying the colourmap denote the location of the compaction band. The black arrows denote the
direction that the compaction band is travelling
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Figure 2: The effect of meseelated softening (kinetic softening) on the constitutive bielia. Panels (ec)
show the response for three different values of a kinematic softening parameter c. Here, the effects are shown for
the evolution of normalised axial stress 0/K (top),
fractiont (bot t om) , al | against volumetric strain UOv. For
behaviour when ¢ = 0. The inset plots in (c) show a zoomed view to identify the rapid oscillations. Note the
differert vertical axis between columns
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Creep-quake cycles in calcareous sand and rock salt

Leonardo CrespeParraga, Francois Guillard, and Itai Einav
School of Civil Engineering, The University of Sydney, Sydney 2006, NSW, Australia
Leonardo.crespoparraga@sydney.edu.au
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Abstract

Dissolution processes in porous media concern a vast number of industries and disciplines. In
rocks and soils, this process can result in the formation of sinkholes, the sudden collapse of rock
formatiors, and in the degradation of CO2 sequestration structures and tailing dams. Previous
studies on puffed rice cereals show how partial degradation of a uniaxially compressed porous
medium may result in the emergence of a collapse pattern characterisedidat ealised
collapse events, or quakes, followed by creep periods. In this study, we present a set of
experiments to demonstrate how these cpegke cycles can also emerge in hard soils (sand)
and rock salt. Additionally, we describe the mechanisahuhderpins the collapse cycles with

a general theoretical model, which we successfully implemented to qualitatively reproduce our
experimental results. Our findings suggest that a-urmform dissolution field and a
compressive stress are the two maintdes needed for creepake cycles to develop.
Ultimately, we link the resembling collapse patterns of these seemingly different porous media
under a single mechanistic umbrella responsible for its emergence.
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Figure 1: Cregp-quake cycles in: puffed rice under water saturation field (Sr, from Einav & Guillard 2018);
calcareous sand partially saturated in acetic acid solution(Sr is saturation and pH = 2.4 is imposed at the
bottom); calcareous sand fully saturated in acetidamlution (pH = 2.4 at the bottom); and rock salt fully
saturated in brine with a solubility field (S, achieved by injecting fresh water from the bottom). The columns
from left to right show: photos of the experiments; their corresponding dissolutids; fald spatiotemporal
plots of the pixels located under the red line on the left images, in which theqrralep can be observed
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A consistent calibration process for the Matsuoka\akai friction
angle under direct simple shear conditions foclay hypoplasticity

Gertraud Medicug, Katherine Kwa&, Benjamin Cerfontainé

tUniversity of Innsbruck, Austrja
2University of Southampton, UK

Gertraud.Medicus@uibk.ac.d£.A.Kwa@soton.ac.ulB.Cerfontaine@soton.ac.uk
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Abstract

In geotechnical engineering, direct simple shear (DSS) tests are used to deternnjtie st

stiffness parameters of a material. DSS predictions of a constitutive model influence failure
mechanisms in plargtrain, finiteelement applications. We introduce a cle$aun solution

to determine the Matsuokdakai equivalent critical frictiorangle from direct simple shear
stress and normal stress data. I n order to a
out DSS simulations to investigate rotations of principal stresses and the principal stress state

at critical state for planstrain conditions. Finally, we interpret DSS predictions of clay
hypoplasticity for different overconsolidation ratios and demonstrate that the location of the

CSL in the vertical stressvoid ratio plane coincides with the location of the CSL in mean
effective stress void ratio plane, see Figure 1.

References
Tafili, M; Medicus, G; Bode, M & Fellin, W; (submitted, 2021) Comparison of two sstedlin concepts: ISA
and intergranular strain applied to barodesy

Laham N., Kwa K., White D. & Gourvenec @021) Episodic simple shear tests to measure strength changes for
wholelife geotechnical design. Géotechnique Letters, 11(1j:103

Mag2zn D. (2013) Clay hypoplasticity with expd¥.icitly d

MedicusG., Kwa K. & Cerfontaine B. (under review) A consistent calibration process for the Matishaddeh
friction angle under direct simple shear conditions for clay hypoplasticity, revised and resubmitted to: Computers
and Geotechnics
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13

(1



339 ALERT Workshop Poster Session Aussois 2022

Remote and insitu sensing of avalanche dynamics as part of a
holistic model calibration

Wolfgang Fellint, Anselm Kohlef, Michael Neuhauset, Matthias Tonelf, Anna WirbeP,
Felix Oesterlé, Jan-Thomas Fischef

tUniversity of InnsbrucklAustrian Research Centre for Forests (BFW)
wolgang.fellin@uibk.ac.at
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Abstract

The flow behaviour of snow avalanches strongly depends on temperature and is therefore
expected to be sensitive to climate induced changes [4]. Traditional avalanche models may be
calibrated to cold and warm flow regimes. Although it is known that flow regime transitions
exist, each regime is usually associated with a certain event, that allows to fit different
parameter sets for the applied model, usually mimicking the obsermedtsu When more
information about the dynamics is available, such as frontal approach velocities or single
particle velocities determined by field measurements, the optimized parameters are only in a
reasonably small range for events associated with éompératures. This clearly shows the
need for more advanced models. However, the calibration of such models is more complex and
cannot be performed with traditional observations like runout and deposition. We demonstrate
ways to compare radar measuremerith wumerical results using synthetic radargrams [5,6]
(Figure 1) and innovative methods for observing the internal flow dynamics [2,3] (Figure 2) of
realworld events. The overall goal is to incorporate the results of these new field measurements
along wih traditional observations in a holistic manner into an automated calibration tool for
an opepsource avalanche modelling framework [1].

References

[1] AvaFrame: The Open Avalanche Framework, https://avaframe.org/
[2] AvaRange: Particle Tracking in SndAwalanches. https://www.avarange.org/

[3] Erlacher, F.; Dressler, F. and FischefT.J(2018): New Insights on a Sensor Network based Measurement
Platform for Avalanche Dynamics, Proceedings of International Snow Science Workshop (ISSW 2018),
Innsbruck,Austria, October 2018, pp. B34.

[4] Kbhler, A., Fischer, JT., Scandroglio, R., Bavay, M., McElwaine, J., and Sovilla, B. (2018): -€@sldarm
flow regime transition in snow avalanches, The Cryosphere, 12, 37%8, https://doi.org/10.5194/i2-
37592018

[5] Rauter, M.; Kdhler, A. (2020): Constraints on Entrainment and Deposition Models in Avalanche Simulations
from High-Resolution Radar Data. Geosciences 2020, 10, 9. https://doi.org/10.3390/geosciences10010009

[6] Winkler, M. (2022): Vergleich vorAvaFrameLawinensimulationen mit mGeod&adarmessungen am
Beispiel von gesprengten Lawinen auf der Nordkette, master thesis, University of Innsbruck.

14



339 ALERT Workshop Poster Session Aussois 2022

Figures

synthetic radargram

— e 023 0013

[ : a
1% -

§ 8

- Q

3 :

(=]

=

time
MTI plot (mGeodar-radar)

9] 2

2 | a

£ [

mGeodar Radar > = -

_—

Figure 1: AvaFrame simulation of an avalanche at the Nordkette by Innsbruck: synthetigracteextracted
from simulation, MTI plot from mGeodar radar measurement of real event. (based on [5])
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Figure 2: AvaRange multiple sensor device (AvaNode) moving with an avalanche on the Nordkette near
Innsbruck, path of the AvaNoded excavated depited AvaNode
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From 65 years of surface displacement towards modelirigA case
study at a deepseated gravitational slope deformation (Tyrol,
Austria)

Johannes Branké, Thomas Ziehet, Jan Pfeiffe?, Magnus Bremet3, Martin Rutzinger,
Bernhard Gem$, Margreth Keiler?3, Barbara SchneidetMuntau?

Department of Infrastructure, Unit of Geotechnical Engineering, University of Innsbruck, Austria

ZInstitute for Interdisciplinary Mountain Research, Austrian Academy of Sciences, Innsbruck, Austria
3Institute d Geography, University of Innsbruck, Innsbruck, Austria

4Department of Infrastructure, Unit of Hydraulic Engineering, University of Innsbruck,
Innsbruck, Austria

Johannes.Branke@uibk.ac.at

K e y w oNatdral hazard research, desgated gravitationalgbe deformation, point clouds,
photogrammetry, mulihazard, displacement time series

Abstract

Deepseated gravitational slope deformations (DSGSDs) pose serious threats to buildings and
infrastructure in mountain regions. The understanding of past mowebahavior is an
essential requirement for enhancing process knowledge and potential mitigation measures. In
this context historical aerial imagery provides a unique possibility to assess and reconstruct the
deformation history of DSGSDs. Free and ogemrce (FOSS) photogrammetric tools have
proven feasible for analyzing the loteym behavior of the Reissenschuh DSGSD (cf. Branke

et al., 2020; Pfeiffer et al., 2018), in the Schmirn valley (Tyrol, Austria). The derived 3D point
clouds also allow for anadis of related secondary processes as changes in creep velocity,
rockfall or debris flows. For the photogrammetric analyses, scanned analogue and digital
imagery of six acquisition flights, conducted in 1954, 1971/1973, 2007, 2010, and 2019, have
been proessed using the photogrammetric suite MicMac. An improved version of the image
correlation approach (IMCORR) implemented in SAGA GIS was used for thewadea
assessment of slope deformation. For the georeferencing and scaling an airborne laser scanning
(ALS) point cloud of 2008 provided by the Federal State of Tyrol (Austria) was used. In total
five photogrammetric 3D point clouds covering the period from 1954 to 2019 were derived and
analyzed in terms of displacement, velocity and acceleration. Theaagcagssessment with
computed Multiscale Model to Model Cloud Comparison (M3C2) distances between
photogrammetric 3D point clouds and reference ALS 3D point cloud, showed an overall
uncertainty of about £1.2m (95% quantile) for all 3D point clouds produetd scanned
analogue aerial images (1954, 1971/1973 and 2007), whereas 3D point clouds produced with
digital aerial imagery (2010, 2019) showed a distinctly lower uncertainty of about £0.3 m (95%
quantile). Also, digital elevation models (DEM) of diffecen(DoD) for each epoch were
calculated. IMCORR and DoD results indicate significant displacements up to 40 meters in 65
years for the central part of the landslide. The historical data sets further indicate a change of
spatietemporal patterns of movemenates (Figure 1) and a minor but overall acceleration of

the landslide. The research enabled the characterization of the-tepgpioral movement
patterns of the Reissenschuh DSGSD over more than six decades. Further research will
incorporate the resultas reference for numerical modeling the discussed -tmatiard

16
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processes (cf. Kappes et al., 2012). For this approach field sampling of soil material was
conducted and assessed in terms of friction angle and cohesion by triaxial shear tests within the
geotchnical laboratory of the University of Innsbruck (cf. SchneMentau et al., 2018).

References

Branke, J., Zieher, T., Pfeiffer, J., Bremer, M., & Rutzinger, M. (202&)ending the integrated monitoring of
deepseated landslide activity into the paspreliminary results of the project EMODSLAP. In D. C. C. A
(DCNA) (Ed.), Proceedings of the disaster research days 2020 (jL98

Kappes, M. S., Keiler, M., von Elverfeldt, K., & Glade, T. (2012hallenges of analyzing multiazard risk: A
review. Natural Hazards, 64(2), 192858. https://doi.org/10.1007/s116692-02942

Pfeiffer, J., Zieher, T., Bremer, M., Wichmann, V., & Rutzinger, M. (20D&¥ivation of ThreeDimensional
Displacement Vectors from Muliemporal LongRange Terrestrial LaseScanning at the Reissenschuh
Landslide (Tyrol, Austria). Remote Sensing, 10(11), 1688. https://doi.org/10.3390/rs10111688

SchneideiMuntau, B., Schranz, F., & Fellin, W. (2018Jhe possibility of a statistical determination of
characteristic shear paraters from triaxial tests. Beton Und Stahlbetonbau, 113, 8#0.
https://doi.org/10.1002/best.201800038

Krenn, J. (2014) Geological and geotechnical characterisation of the Ludoialm landslide, Tyrol. University of
Natural Resources and Life Science, Wien.
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Figure 1: Displacement rate in meters per year derived from IMCORR feature tracking approach resulting
from surface data acquired by photogrammetry (1954, 1973, 2007, 2010 and 2019) and the airborne laser
scanning mission 2008 by the Federalt8tof Tyrol, combining 65 years of displacement information. Large
gaps in debris covered areas and forest are due to rapidly changing surface and therefore no correlation could
be found
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Abstract

Landslides are commamatural hazards worldwide. The Ludoialm landslide, which is located

in the municipality of Minster in Tyrol, Austria, represents a lacge landslide in the Alps

[1, 2]. In past decades, there were two remarkable reactivation phases of this landskte
probably due to intensive snow melting, which occurred once in early April 1967 and once in
February 1999. The material loss is approximately 486,300 wolume by GIS analysis, with

a length and width of about 550 m and 180 m, respectively. B Siading surface is gentle

and roughly parallel to the slope surface with a dip angle of only about 12° according to the
geological survey. The stratigraphy of the Ludoialm landslide is dominated by Cretaceous
sediments of the Gosau Group which are lev@mwith glacial deposits.

The failure mechanisms for the initial landslide formation and ongoing movement
characteristics havenot been identi fied y e
meteorological events and soil mass movements is shown. Ouibatioh adopts both

geologic and geotechnical perspectives to provide a comprehensive analysis of the
predisposition and initiating factors of this only slightly inclined landslide. A representative
crosssection near the centerline along the directiorthef landslide is selected for the 2D
computations. The material parameters are based on the triaxial tests of soil samples taken from
the landslide site and on field tests on site.

Limit equilibrium analysis (LEA), strength reduction finite element analySRFEA) and

finite element limit analysis (FELA) are employed and the computational results are compared,
e.g. factor of safety (FoS) and the location of sliding zone. The location of calculated slip
surface fits well with the one geologically assumed abtained by field investigations.

This case study confirms that a high groundwater table due to intensive snow melting was an
unfavorable factor for the Ludoialm landslide reactivations under consideration of different
permeabilities for different solayers. In this case study, considering different permeabilities

in the stratified slope is essential to achieve a realistic sliding zone.
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Figure 1: Safety analysis (a) without the consideration of seepage; (b) with the initial groundwater table of
1458 m (close to the slope surface)
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Figure 2: Directions of flow velocity (in upper glacial deposit layer). kG and kM represent the permeability
coefficients in upper glacial deposit and lower marl layers, respectively. (a) in the case of equal permeability
(kG =kM); (b) in the case of different permeabilities (kG < kM)
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Figure 3: Schematic diagram of pore pressure distribution at the location of the basal shear zone (red dashed
line) for cases with same and different permeabilities for both layers

19



339 ALERT Workshop Poster Session Aussois 2022

PermeableStructure for Mitigating the Effects of Debris Flows: A
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Abstract

Permeable structures, such as flexible barriers and bottom drainage screens, are structural
countermeasures designed to reduce theoutrdistances of fast landséis. These energy
dissipation structures consist of grids with a specified space between them to separate some
amount of water from the solid skeleton, dissipate pore pressures, and increase friction between
particles.

In this study, a deptintegrated modeis used to reproduce the dynamic behavior of fast
landslides propagating over a terrain equipped with a permeable structure. In the proposed
computational model, there are two balance equations of mass and linear moment and one
consolidation equation wti are discretized with the numerical techniques of the smoothed
particle hydrodynamics (SPH) and finite difference, respectively. It also has-phtge
formulation where the seivater mixture is represented by two sets of particles;water and

soil skeleton, carrying all field variables. In this study, the previous model is developed into a
two-layer model to enhance the description of the desaturated flowing mass with an upper
desaturated layer and a lower saturated layer.

This sacalled twephasdwo-layer SPHFD model will be applied to three types of cases where
dewatering is the consequence of fluid particles (i) passing through two permeable walls located
on both sides, (ii) passing through a permeable wall, and (iii) draining through a permeab
basal screen.
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Abstract

The stability of anchored walls is traditionally computed by limit equilibrium methods (LEM)
employing appropriate failure mechanismserefore, one has to choose in advance which
failure is predominant, e.g. insufficient passive capacity, failure by overturning, rotational
failure of ground mass. Advanced numerical methods like the strength reduction finite element
method (SRFEM, Zidnewicz et al. 1975, Tschuchnigg et al. 2015) or the finite element limit
analysis (FELA, Sloan 2013, Tschuchnigg et al. 2015) are capable of identifying the dominant
failure mode while computing the factor of safety. Such the failure mode is no longer an
essential input. The computed values for the factor of safety for slopes are pretty similar to the
values gained with LEM (e.g. Cheng et al. 2007) which opens the door for the practical
application of these methods. Here we show the application to aisp@aimple of an
anchored wall, Figure 1. Using the SRFEM, the predominant failure mechanism can be
unambiguously determined for different anchor lengths, Fig. 2. The factor of safety for the
overturning failure (Fig. -b) computed by LEM according to dgsiapproach 2 (Fellin 2017)

is FOS = 1,17. SRFEM yields FOS = 1,17 and FELA computes FOS = 10]G2. Thus, in

our example the factors of safety are virtually equal, which means that a design based on these
factors of safety has basically the same le¥shfety. This is a further evidence that advanced
numerical methods can be recommended for practical design tasks.
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Figure 2: SRFEM- incremental deviatoric strain at failure for various anchor lengths
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Abstract

The mechanical properties of evaporite rocks are rising increasing interest in the scientific
community for the key role in tunnelling, mining and energy underground storage.

In particular, the excavation of underground infrastructures in natural formatomsining
sulphates (e.g. gypsum and anhydrite) have often registered technical problems, including
swelling phenomena (Alonso et al., 2013), water weakening (Ramon et al.,, 2021), creep
deformations (Hoxha et al., 2006; Ramon et al., 2021) and karstatioou(Caselle et al.,
2020).

Nevertheless, there is a paucity of data about the effect of water on mechanical strength and
time-dependent behavior of these rocks. The microstructures and micromechanisms generated
during compression and creep in gypsurd anhydrite are to date not well known.

For this reason, the present study proposes an investigation of the mechanical response of a
natural gypsum facies from Monferrato (NW Italy). The laboratory investigation includes
uniaxial compression, uniaxial @ and triaxial compression experiments on nominally dry,
oil-saturated, and watsaturated samples.

Results revealed significant wate@eakening in Monferrato gypsum as well as a strong strain
rate dependence of uniaxial compressive strength. Moreomexxial creep tests showed
significant timedependent deformation in wet samples, but not in dry andatirated
samples.

From the comparison between our new data and existing literature references for other rock
types, we observed that typical micromacisms (i.e. reduction of fracture toughness for water
weakening and stress corrosion for creep), even if present in this rock, are insufficient to explain
the deformations recorded in this case.

The Scanner Electron Microscope (SEM) analyses of-tegstnicrostructures (Figure 1)
suggested the key role of additional mechanisms related to theipstalline anisotropy of
gypsum. Exploiting the crystalline weakness layers, the deformation of the rock opens straight
and parallel intracrystalline microctec (well represented in all the tables of Figure 1). This
mechanism is enhanced under the presence of water, since the solubility of gypsum is higher
along the planes of the crystallographic layering (Fan and Teng, 2007).
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Figure 1 : SEM microstructures of gypsum samples after mechanical tests (a. Dry uniaxial compression; b. Wet
uniaxial compression; c. Wet uniaxial creep; d. Dry triaxial compression with confining pressure = 20 MPa).
All the micrographs show straighnd parallel intracrystalline microcracks that are consistent with the
crystallographic layering of gypsum mineral. These cracks appear to be longer under wet conditions (b) than
under dry conditions (a). Under creep (c) and triaxial compression (dpbkaing of these microcracks drives
the formation of plastic structures akihking (red dashed lines in d)
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Abstract

Weakly cemented sands can be classified as soft rocks; their difference from hard roeks (well
cementd sandstone equivalents) is their nature to disintegrate within a short time (from days
to several years) when being exposed to water and climatic changes. This loss of strength is
irreversible under normal conditions [Nickmann et al., 2006]. Understatisenghechanical
behaviour of weakly cemented sands is crucial for several geotechnical engineering
applications (e.g., shallow foundations, offshore construction, slope stability) because of the
potential hazards posed by these materials. Previous workynfiacused on capturing how
different cement types (i.e., concrete cement [Li et al., 2015], bio cement [Terzis & Laloui,
2019]) enhance the mechanical behaviour and durability of artificially cemented materials. This
work has aimed to study the micromaanits of natural soft rocks exposed in a French outcrop,
where numerous deformation bands have been observed locally.

Sorianods PhD thesis was carried out for thi:
of the outcrop material (matrix andfdamation bands); b) the mechanical behaviour of the

natural weakly cemented material; and c) the manufacturing of an artificial material that mimics

the mechanical behaviour of the natural one. The outcrop material hasm3§@in size and

contains both quartz and clay cement. Several imperfections related to previous diagenetic
and/or deformation processes captured in the tested material. In this presentation, we focus only

on results from triaxial compression experimesasducted on natural weakly cemented sand
samples containing a) regions of enhanced po
radius) pore, and c) a pexisting dilation band [Figure 1]. Several rdestructive (xay CT,

Digital Volume Correltion) and destructive (ESEM) methods were used to capture textural
changes and strain fields due to-labduced deformation. Our experimental results [Soriano,

2019] demonstrate that these imperfections locally trigger or halt laborathuged strain
localisation. Samples with the elongated pore or with the deformation band are stiffer than those
containing zones of enhanced porosity. The presence of local imperfections affects, thus, the
system behaviour. However, their local position within the studadples seems to leave
unaffected the inclination of the (new) laituced deformation bands. Moreover, the-pre

existing dilation band within one of the samples temporarily reactivates but then deactivates as
new preferred orientation deformation bandsaiiep.
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To better understand fluid migration and flow patterns within weakly cemented sand samples
containing dilation bands [Figure 1], we ran flow experiments coupled with-$Sliged
Neutron Tomograpy [Charalampidou et al., 2019]. To avoid total disintegration of the
samples, we performed initially an oil injection (decane) followed by water (heavy water)
injection. Time maps visualised complex flow patterns. Clay particles, aligned along the rims
of a preexisting dilation band, appear to retard oil saturation within the dilation band, while
they promote matrix oil migration.

Our results show how complex the mechanical behaviour and thesdifticock interaction can

be in the presence of natunaperfections within the tested samples. Awdl@pth understanding

of the local deformation processes and fluid migration pathways can facilitate the constitutive
modelling of those materials.
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Figure 1 : a) Deviatoric stressaxial strain in a weakly cemented sand sample (11 mm in diameter) containing a
dilation band; b) xray radiography and CT vertical sections (riak shows the inclination of the dilation band)
of sample in (a); c) vertical section showing shear, volumetric and superimposed shear and volumetric fields of
sample in (a); d) vertical section of time map from a bigger sample (38 mm in diameterhicnéanetwork of
dilation bands (time maps were derived from higieed neutron tomography images acquiredrd) 2 phase
flow experiments)
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Abstract

The conceptual plans for the underground disposal of radioactive waste in salt rock formations
are based on extensive backfilling of the residual cavities with crushed salt, taking into account
cavity convergence and cruehsalt compaction induced by the viscous creep properties of the

rock salt mass. As evidenced by natural and engineered analogy, crushed salt becomes
compacted in such a way that it assumes-tengn material properties similar to those of the
surroundingock salt mas$ impermeable to liquids and gases in its undamaged state. As part

of the prognoses for the lofigrm safety of a repository in the rock salt mass, it must be
quantitatively demonstrated by calculation that the progressive compactioncofished salt
backfildik& koose material) i's suitable for
corresponding to the undamaged rock salt mass, which heals the perforations in the geological
barrier created during underground excavation of theyavihe long term. From a physical

point of view, this demands to describe the coupled thermal, mechanical and hydraulic
processes in space and time that induce the
crushed salt) to solid rock (Y rock salt).

In order to eliminate the currently existing deficits regarding the theoretical description of the
compaction behaviour of crushed salt in the framework of the constitutive modelling, triaxial
experiments on the compaction and permeability behaviouushed salt were and are being
carried out by the Chair of Geomechanics and Multiphysics Systems and by the laboratories of
the project partners within the framework of the joint research projects KOMIPASS
KOMPASSII funded by the BMWi. Based on the stgmatic analysis of the experimental
database a constitutive model designated EXXRIM is being newly developed, which is
suitable to describe the compaction behaviour of crushed salt between the boundary states
"loose material" and "solid rock" in spaaad time. Fig. 1 shows an exemplary test from the
planed systematically lab program test TME, in which several influencing factorgporosity,

mean stress, deviatoric stress and temperatuere investigated during a total test period of

750 days andaluable information was provided for the constitutive model construction. The
poster gives a short overview of the methodology for the constitutive model related planning,
evaluation and analysis of the tests as well as for the model development2ithigigtructure

and main functional equations of the constitutive model EXXIM are presented.
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Abstract

Natural faults contain fine granular material, called rock gopigeluced by comminution during

sliding. Characterizing gouge rheology is of paramount importance as many large and damaging
earthqguakes on mature faults in t hTeeetoltron hds ¢
of frictional strength playa central role in controlling important aspects of earthquakes, including
nucleation, shear stress drop, and magnitude [1], and consequently how destructive earthquakes can
be. Understanding friction evolution is an active topic of reseas6h [ilis important to understand

the velocity dependence of faults as velesttgngthening faults increase their resistance as slip
velocity increases and produce aseismic slip in response to slow tectonic loading, whereas velocity
weakening faults host frictionalstabilities and dynamic earthquake ruptures [1, 2]. In this study, we
discuss the rheology of compressed rock gouge layers based on our recent experimental findings [7].

To investigate the shear strength evolution of rock gouge layers, we producenespasiia
propagating dynamic ruptures in the laboratory and measurtmedlriction variations during
rupture propagation. In this study, we employ a novel hybrid configuration (Fig. 1a) featuring a quartz
gouge fault embedded along the interface oflgnperic specimen made of Homaiit€0 [7]. The
laboratory setup mimics earthquakes by dynamic shear ruptures propagating along a quartz gouge
interface loaded in compression and shear. This hybrid configuration enables us to initiate dynamic
ruptures alog the Homalite portion of the interface, due to the smaller instability length scales, and
study their propagation along the quartz gouge layer. To quantify the rheology of the gouge layer, we
employ our recently developed ultrahigireed imaging technigueased on the digital image
correlation (DIC) method [0], capable of capturing the fdikld distributions of displacements,
velocities, and stresses.

We observe intermittent rupture propagation within the gouge layer (Fig. 2b) associated with
pronounced variations of the friction coefficient, obtained as the ratio of shear and normal stresses.
The process is typically characterized by an incoming supershear rupture followed by a trailing
Rayleigh signature, both of which are arrested by the gougie lager, various dynamic ruptures re
nucleate within the gouge interface due to dynamic stressing-tatineg of the interface (Fig. 2b).
Friction initially exhibits a purely strengthening behavior increasing with accumulating slip but later
displaysweakening behavior over small slip scales, typically only 5 mm or so. Pronounced dynamic
friction strengthening and weakening are associated with tmgcteated rupture events (Fig. 3b).

The marked strengthening displayed by the rock gouge interfaceevéasing slip rates resembles

the velocity strengthening of the standard-eatdstate friction laws [2, 3]. However, the measured
behavior is quantitatively different. Most importantly, the relatively mild logarithmic friction changes

of the standardateandstate friction laws cannot explain the significant weakening and healing
observed in our experiments. Rather, our measurements of marked friction reduction are consistent
with the flash heating weakening mechanism [6].
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A key finding of this workis that friction in rock gouge exhibits significant and repeated variations
characterized by marked strengthening at lower slip velocities and pronounced dynamic weakening
at higher slip velocities, followed by rapidstengthening. Notably, the weakemiepisodes result

in a drop of 50%5% of the frictional strength in just tens of microns of slip. Such patterns of marked
and repeated friction variations explain the intermittent rupture propagation. The complex pattern of
observed friction evolution igenerally consistent with velocistrengthening friction at lower slip
velocities and significant dynamic weakening at higher slip velocities.
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Figure 1: Dynamic shear strength variations in expeents with compressed granular materials. (a) Sketch of the
experimental configuration featuring the Homalite sample with embedded rock gouge interface; (b) Shear stress
variations associated with the remnant of a-Rayleigh rupture and a reucleated eent; (c) Friction and slip
rate vs. slip showing the pronounced shear strength variations due to dynamic weakening. Modified from [7].
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Abstract

Over the years, wordide investigations have been focused on the erosion of hydraulic earthen
structures, such as dams and dikes, and its disastrous consequences on¢aersoaic |eel

(1, 2). The susceptibility of these structures to surface erosion involves many parameters related
to soil properties, with particular interest in the present study to clay mass fraction, coarse
particles shape as well as degree of compaction basegberimental results with Hole Erosion

Test (HET) and Erosion Function Apparatus (EFA). These two devices are widely used to
assess the erodibility of cohesive soils. More specifically, erosion is analysed in terms of two

intrinsic soi l,orisicalshear stness and erassiomcaeffi@genty by means

of two interpretation methods (3, 4hese parameters are introduced in the following equation

that prescribes | ocally soildés erosion by a
a o t 1),

whered is themass rate of erosion (BE€ 80 h) s the erosion kinetics coefficient (in

& ), Uis the applied shear stress to soil surfac® (s andt is the critical shear stress for

initiation of erosion (ird0 A A comprehensive eapaign was carried out on seven different soil
mixtures, composed of different fine contents, namely 20%, 30%, 40%, 50%, 70%, 90%, and
100%, as well as various soil textures. Armoricaine kaolinite (KA), classified as fine grain
material with high plasticyt (Plasticity Index PI1>17%), as well as Hostun sand (HNO.4/0.8),

Loire sand (TENO.55), or glass beads (GB0.4/0.8), classified as coarse grain material, are used
throughout this investigation. Five tests per mixture are performed using soil samples
compactd at different compaction degrees, i.e. 88, 92, 95, 98 and 100% of maximum dry
density ( ), and at the optimum water conterb ( ) specific for each mixture.
Experimental findings reveal the reproducibility of both HET and EFA undgorssay test
conditions. Results point out that the critical shear stress and erosion coefficient are strongly
impacted for clay percentages lesser than 50% but then very little for percentages greater than
50%. Hence, iis very important to take into amgnt the clay content when evaluating soil
erodibility, since the increase in clay content increases thé soil r e s i s teeosiane agali
Regarding the degree of compacti on, the res
degree the critical sheatress increases while the erosion coefficient decreases. Therefore, the
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denser the soll, the less erodible itBy.the end, concerning particles shape, the experimental
results point out two counterintuitive conclusions since, on the one hand, thst higiedue

is found for the more rounded coarse particles. On the other hand, it is shovied ihaigher

for rounded particles mixtures, the latter being thus more erodible soil in comparison to angular
particles mixtures. This fact might prattly be attributed to the actual coating of the fines on

the coarse particles as well as the lack of rotation resistance for spherical particles in comparison
to the angular particles.
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Abstract

Granular systems, in their most generic form, are composed of particles of different mechanical
and elastic properties. By means of the Mnooth Contact Dynamics method (NSCD)
coupled with FiniteElement Methods (FEM), we analyze the isotropic compaction of mixtures
composed of rigid and highly deformable particles. We characterize the evolution of the
packing fraction and some microstructural parameters, such as the connectivity and the contact
forces, as a function of the applied stresses when varyeqixture parameter and friction
coefficient. We show that the packing fraction increases asymptotically to a maximum value
Umax Which depends on the mixture and the friction. At the microscopic scale, we first evidence

a powerlaw tendency for the excegoordination number as a function of the excess packing
fraction. Second, the force chains appear to be highly inhomogeneous close to the jammed state,
where the strong forces Ina the force distribionrisimgre d par
homayeneous in the case of only soft particles, while inhomogeneities persist for the high
content of rigid particles. In the last case, the strong forces are still mainly supported by the
rigid particles, a backone support (Fig. 1). We also present a mi@cmanicabbased model

to describe the compaction behavior as a function of the applied pressure, the Young modulus
of the soft particles, and the mixture ratio. Such a model lies in the characterization of a single
soft particle under compression togetivih the powedaw relation between the connectivity

and packing fraction.
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Abstract

Cyclic and dynamic loading is the application of repeated or fluctuating stresses and strains to
the soil, producingan accumulation of residual strains and changes in the soilgttren
(Hoeppner, 2013)Cyclic loadscan generate different shear strain levels depending on the
source. For example, Neandogenous sources, like traffic, wind power plants, and mechanical
compaction can produce low cumulative strain levels (<5%) whileralasources, like
earthquakes, produce high cumulative strain levels (X{&¥ankar, 2017). Consequently, in
thewholel i fe i nfrastructure analysis, evaluating
their resultant longerm deformations is necesgar his research presents a new procedure for
measuring the dynamic properties of loose sand usibyremical Mechanical Analysis
(DMA) tester which is commonly used in asphalt engineering but with limited use in
geotechnical engineering. Compared tottaditional methods, like the Resonant Column and
Cyclic Triaxial test, this methodology allows the evaluation of a wider range of strains
(Villacreses, 2020)In this research, we evaluate the dynamical properties of loose fine sand
(Dr=0.105) varying tre input strain from 5xIBto 1x10?, while applying confining pressures

from 1kPa to 30kPa. The results validate the proposed procedure showing an increment of the
shear modulus as the confining pressure increased and highlighting the advantages @& the DM
for the study of the dynamic properties of soils.
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Abstract

A two-dimensional elastiplastic constitutive model considering particle breakage for the
simulation of crushable granular soil behavior is proposed by Irani @0&2). In the model,
elastic strain rates are derived from a modified Helmholtz free energy function and the influence
of plastic shear work on the elastic properties of sand is considered as arptdastcoupling
mechanism. The hyperelastic degtion of the material is coupled with the bounding surface
model proposed by Manzari and Dafalias (2004). To avoid the overestimation of particle
breakage in loose sands, plastic shear work is employed to quantify the breakagelextent.
direct comparisotetween the model simulations and laboratory data has been carried out for
different series of drained/undrained monotonic and cyclic triaxial tests. For comparison
purposes, simulations with the hypoplastic model proposed by Engin et al. (2014) fabtaush
soils are included as well. It is shown that the proposed model can provide reasonable
predictions using a single set of parameters for each series of laboratory data.
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Abstract

Modelling natural composites requires facing their intrinsic multiscale nature. This is
fundamental to account for any kind of myptaysics coupling happening at the microscale,
which is reflected onto the macroscopic behavior. The modelling of natural composites is
fundamental for many fields of science and engineering. Geotechnics is exae®le of the

need of having reliable constitutive models of natural composites, such as soft and hard soils,
to solve largescale engineering problems.

During the last decades homogenization techniques have been used and developed to account
for the infuence of the microstructure of such heterogeneous materials at larger scales [4].

To capture in detail the effects of microscopic processes on the homogenized behaviour, many
authors have developed migdtiale numerical schemes [5]. A common drawbackdi snethods
is the high, if not prohibitive, computational cost needed to perform the numerical simulations.

Recently, Machine Learning based approaches have raised as promising alternatives to
traditional methods and, in particular, Artificial Neural Netksi ANNs T have been used to
predict the constitutive behaviour of complex, heterogeneous materials, with reduced
calculation costs [1].

One of the most relevant weaknesses of such approaches is that they are not build on rigorous
framework based on imciples of physics. From that, it often follows a limited capability of
extrapolate values ranging outside the training set and the need of larggqudiigy datasets,

on which performing the training.

This work focuses on the use of Thermodynarbad Artificial Neural Networks [3]i

TANNST to predict the constitutive behaviour of natural composites. The collected information
on the microscopic processes is compressed by means of dimensionality reduction techniques
and utilized to characterize theate of the material at the macroscopic scale [4]. The use of
such techniques into the workflow of TANNs guarantees accurate and always
thermodynamically admissible material descriptions, requiring reduced computational costs.

An application to an heteregeous model is presented, demonstrating the applicability of the
method to multiscale problems in which natural composites might be involved.
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Abstract

In the last decades, the number of historical and ancient structures subjected to blast loads has
steadily increased, due to either accidental or deliberate explosions, e.g. the archaeological site
of Palmyra in 2015 and Beirut in 2020. The protection of such assets against blast loadings is
essential. However, the response of structures to explosions cannot be investigated relying
solely on numerical and analytical tools. Experimental tests are ngcéssaprove current
understanding and validate existing models.

Largescale experiments can be conducted only in special testing areas with restricted access,
safety issues, and reduced repeatability

An alternative solution to investigate the effectsadblast loads on structures is to rely on
reducedscale experiments in laboratory conditions. Redtsmzde experiments ensure a high
degree of repeatability, moderate cost, and reduced hazards associated with environmental
safety (equipment and persofne

We present herein a new design setup Fsgare 1, to study masonry assets based on scaling
laws for the rigidbody response of structureseeMasi et al., 2019, 2022 In particular,
exploding wires allow to recreate loading conditions analdagubose in an explosion, with
minimum costs and high reproducibility.

Preliminary results suggest that the proposed setup and methodology can be used to investigate,
for the first time, the response of masonry structures under blast loads in a sadtotgbor
environmentfFigure 2.
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Can we tame scale bridging in complex materials?
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Abstract

Accurate models for the behavior of materials are of fundainengortance in material
science and mechanics. Traditionally, constitutive models are derived from underlying first
principles (thermodynamics) and empirical approaches to ensure calibration over experiments.
However, heuristic constitutive modeling maail fin describing the behavior of complex
materials that display patiependent behaviors and possess multiple inherent scales, e.g.
metamaterials, geomaterials, and biomaterials.

In the last decades, dadeiven and machine learning approaches have denates to be able

to overcome many of the issues encountered in heuristic constitutive modeling. Among these
approaches, the Thermodynamissed Artificial Neural Networks (Masi et al. 2021; Masi and
Stefanou 2022a), based on the theory of internal asalare able to discover constitutive
equations from the laws of thermodynamics. The latter are hardwired directly within the
structure of neural networks and allow predictions that are always thermodynamically
consistent, by definition.

Yet, internal vambles are hardly identifiable, in a general way, for the large spectrum of
complex materials usually encountered in engineering problems. For this purpose, we develop
new thermodynamiebased dimensionality reduction techniques allowing to discover
admis#ble sets of internal variables from the knowledge of those quantities characterizing the
microscopic material state.

Evolution laws of the internal variables are also needed to properly describe the material
behavior. For this purpose, we develop a stétihe-art methodology to discover the evolution
equations from the microstructure dynamics and the enforcement of the first and second laws
of thermodynamics (Masi and Stefanou 2022b).

The capabilities of the proposed method are demonstrated for thigutoves modeling of
several complex, multiscale materials, displaying inelastic behavior,- @attd rate
dependency.
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Abstract

A The Resilient Modulus () is one of the essential parameters to characterize the subgrades
under cyclic loding for geotechnical and pavement applicatifijs Figure 1 exhibits the
classic definition of M. Remarkably, the experimental determination of the Méquires
sophisticated cyclic triaxial devicg®]. Thus, its execution is not feasible for many laboratories
and projects with a limited budget. Therefore, npldtiresearch efforts have been carried out

in the literature to develop indirect methods for its estimdgBpriNonetheless, these proposals

are mainly mathematical models (i.e., correlations), which shows a significant gap in the
literature because techniques of outstanding explanatory capabilities, such as Maching Learni
(ML), are being left aside. In this research, a-brdnch of ML denominated Artificial Neural
Networks (ANNS) is used to create computational models to predict ghef MS soils. For

this purpose, 64701 datasets from the L-degn Pavement Performan@e& PP) program were
analyzed. The vast amount of data allowed us to contemplate a comprehensive variety of soils,
from A-1 (coarsgyrained soils) to A7 (fine-grained soils). Hence, it was possible to create
computational models powerful enough to modelide range of soils. For each dataset, the
grain size distribution (percentage of soil that passes through the following sieves: 3 in, 2 in,
1.5in,1in, 0.75in, 0.5 in, 0.375 in, No.4, No .10, No.40, No.80, and No0.200) and the stress
conditions (i.e.pulk stress| - and octahedral shear streSk) were considered as input data.
Meanwhile, the M was the only output datéEquation 1 and Equation 2 show the
mathematical formulas to calculdteandY, respectively.

Figure 2a (Model A) andFigure 2b (Modd B) show the best ANN architectures obtained.
Both computational models are Deep Neural Networks (DNNs). On the one hand, Model A
was developed employing the Adadelta optimizer. On the other hand, Model B uses the
RMSprop optimizerFigure 3 shows the pédormance measures addressed, i.e., Mean Absolute
Error (MAE) and Mean Squared Error (MSE). Notably, the MAE was used as the loss function.
Although both models are highly exact, Model A requires fewer epochs (training times) and is
23.3% faster than ModeB. The main findings of this study are the creation of two
computational models capable of predicting the &l US soils with a precision higher than

99%. Furthermore, it was demonstrated that the grain size distrifuon,d | ar e suf f i
accuratey estimate the M of granular and fingrained soils.
[ K K K p
U pfoc A K A K K K C
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Where:li= maj or priecipalr smede ss$ g=dgnfiiing gréssu| st r
stress.
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Abstract

To illustrate the ambivalent impact of a change in water contetiteomechanical properties

of geomaterials, the gaoechanical community usually refers to the example of a sandcastle.

A small amount of water strengthens the specimen thanks to capillary bridges due to their forces
that create an effective cohesion. Otiwater content exceeds a certain threshold, capillary
bridges start to disappear making the sandcastle weaker possibly leading to failure.

This work presents a coupling between the Lattice Boltzmann Method (LBM) with a Discrete
Element Method (DEM) tinvestigate in detail the behavior of specimens under unsaturated
conditions. Regarding the LBM, the phdssd-based model seems to be the best candidate to
model capillary bridges which consists in coupling the Alahn equation with the twoehase
Navier-Stokes equation via surface tension force term. Then, capillary forces are passed to
DEM to update grain positions.

First, we demonstrate the capability of LBM by modeling capillary bridges between a doublet
of particles. At equilibrium, the LBM capélry bridge profiles between two spherical grains

and experimental ones appear to coincide accurately [1]. In addition to the shape of capillary
bridges, capillary forces are also computed at equilibrium and compared to experimental data
[2]. Furthermorea triplet of particles is considered to show the possibility to handle implicitly
the merging of two isolated capillary bridges, as shown in Figure 1. LBM capillary forces for
triplet are also computed and compared with other numerical results repottiediterature

[3]. A great agreement is found between these two methods [4].

These studies are further extended to a sample made of thousands of spherical particles under
unsaturated conditions. The proposed coupling has proven its capability to mazsgditiaey

effect in wet sand whereby a cubical specimen can stand up when wet due to the attractive
capillary forces, whereas it would collapse when dry, as illustrated in Figure 2. A quantitative
computational of the capillary cohesion in terms of degodesaturation is eventually done to
identify the optimum degree of saturation.
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Abstract

For the green trasition, the share of renewable energy has to significantly increase from current
levels. One of the most important challenges in the envisioned transformation of the energy
sector is the natural fluctuation of renewable energy production (e.g. solairahdources).

To tackle this, energy storage capability is needed, which stores excess energy and discharges
it when the demand is greater than production.

Energy can be stored using chemical, electrical/electromagnetic, thermal or mechanical storage
sysems. Among these, pumped hydro storage power plants are -&anaeih method of
gravitational energy storage. Recently developments have involved novel underground pumped
hydroelectric energy storage (UPHS) systems, consisting of dikeagnd impermeable
membrane and a sandy overburden: namely, energy can be stored/discharged by
inflating/deflating the membrane and uplifting/lowering the overburden. The principle of an
UPHS is shown in Figure 1. As a first approximation, stored energy corresponds tetti@po
energy of the uplifted overburden and inflated water [1, 2]. The storage density (capacity per
unit square meter) and efficiency of UPHS systems are depending on the mechanical behaviour
of the overburden (e.g. the development of arching or acativeleffects) [3, 4].

The presented work focuses on numerically modelling the mechanical response of the soil under
cyclic operations of the geomembrdireed bag and its impact on resulting storage capacity.
The numerical study is inspired by smsatlalefield trials of UPHS in sand carried out in
Foulum, Denmark, with a plan size of 20x 20m and overburden cover ofi2 and 4m (1:5

to 1:10 scale of a full prototype system). In the field experiments, during cyclic test series at
varying maximum inflabn volume, pressureolume curves at the reservoir bag, total stress
changes in the overburden and surface overburden displacements were measured. Finite
Element analyses were carried out in axisymmetric conditions using ABAQUS and
implementing a hypoplastconstitutive model with intergranular strain [5], whose parameters
were calibrated using extensive laboratory tests of the Foulum sand. Within the limitations of
the made assumptions, such as axial symmetry, the numerical model can qualitativelgeeprodu
the deformation patterns of the overburden and variation in pressure with volume, as observed
of the field test. Results shown that local and global arching effects, shown in Figure 2,
influence the pressuelume response and accumulation of irreddesistrains of the
overburden, with implications on lofigrm cyclic performance.
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Abstract

There is casiderable interest in the behaviour of coarse granular materials under cyclic thermal
loading in the context of thermal energy storage systems. These systems are frequently referred
as Carnot Batteries and they store energy in the form of heat in aestoedgum [1]. In addition

to fluids and sand, granulates of coarse bulk material have been used [1]. Limited data is
available in the literature [2,3] on how this porous media behave at high temperatures. The
focus of these studies is mostly on geochendadl alteration effects of the grain itself and its
thermophysical properties. For example, the bulk material's chemical and mineralogical
resistance to heating at up to 1000°C was studied [2].

However, there is a lack of understanding about the belraridbe coarse granular material

and the behaviour of the grain skeleton under cyclic thermal loading. Therefore, an
experimental programme including thermal heat cycles was carried out on two different
materials. A fractured material out of volcanic ditka rocks and fluviatile pebbles from the
rhine-area were studied. The grain size distributions of both sample materials consisted out of
grains between 18m and 32nm diameter and the specimen reached a comparable bulk
density. The experimental invesiigpns were realized in a test device with oedometric
conditions and a heating chamber encapsulated thedaale odeometer specimen (see Figure

1). The strain behaviour of the specimens was studied during six thermal cycles ranging from
50°C to 300°C ath a constant vertical stress of 300 kPa. The test data of the experiment with
the fractured volcanic material is shown in Fig@re

Accumulated strains of the specimen resulting from the cycles were observed during the tests.
These results are shown in ttlevelopment of the void ratio over the number of completed
thermal cycles (see Figure 3). This observation can be explained by rearrangement processes
of the grain skeleton during thermal extension and contraction of the grains. Besides observable
grain lreakage was detected and a dust formation could be observed. From this small dataset
using a largescale hightemperature odeometer device it could be shown that the thermal
accumulation effects are important to consider for new thermal energy storagmssyst
Nevertheless, in the future a larger data set and more influencing factors should be examined
(e.g. higher number of thermal cycles, grain shape, grain size) as changes in the void ratio and
the dust formation can negatively affect the efficiencyldatime of the Carnot batteries.

52


mailto:Jens.Schneider@kit.edu

339 ALERT Workshop Poster Session Aussois 2022

References

[ INovot,reyt, Re&lvii;ew of Carnot Battery TeErmergd idBpCommer ci

[ 2] Bouvr yAMeBdi,t eetr amlean basin basalts as petemti al
concentratefokat aEnetagwynthbat dri7{20ILsr and Sol ar Cell s

[ 3] NdhhaodExpaelr.i:ment al i nvestigation of -beam@mért atruwrce s
concentrated GRdmewapmlwe ra pde aylysstRaei Wicadbdi @6 JEN

Figures
l Fpiston
Heating chamber
Load piston
Granular specimen
Oedometer
T Fpistan
Figure 1. Oedometer device with heating chamber
Testing time ¢ [h]
-25 350
= -2,0 ) - 300 g
E‘ -15 r 250
£ -10 - 200 @
© =
» 0° 20 4 60 F 150 o
0,0 100 &
' k E
0,5 \— \\J L 50 2
1,0 0
= Strain —Temperature
Figure 2: Test on the fractured material
W Fractured material A Fluviatile pebbles
0,83
= |
0,82 |
o " N L] n
® 081
o
g 0 A A 7y i 1 1
0,79
0 1 2 3 4 5 6

Number of completed cycles N [-]

Figure 3: Development of the void ratio e over the number of thermal cycles N

53



339 ALERT Workshop Poster Session Aussois 2022

Design of new earthquake control experimet: numerical analysis

Abdallah Aoudel*, loannis Stefanou!, JeanFrancois Sembla

YInstitut de Recherche en Génie Civil et Mécanique (GeM), Ecole Centrale de Nantes, 1 Rue
de la Noé&, Nantes 4432"rance

2ENSTAParis, Institute of Mechanical Sciencasd Industrial Applications

*abdallah.aoude@enantesf, ioannis.stefanou@ ecantes.fr jeanfrancois.semblat@ensta
paris.fr

KeywobBad$ hdu &lke events, numerical simulations,

Abstract

In this work, we present the preliminary design of a new apparatus to implement the existing
mathematical for conttiing earthquakes (Stefanou, 2019a; Stefanou and Tzortzopoulos, 2022;
Tzortzopoulos, 2021; Gutiérréribio et al., 2022). The apparatus represents a real fault in a
more realistic way than in previous experimental works (Gutiédrdzio et al., 2022;
Tzortzopoulos, 2021). With the new machine, it will be possible to monitor, study and better
control the slip propagation along the analog seismic fault.

For this purpose, a new setup is proposed (Figure 1). The analog rock surrounding the fault is
a soft trangular block with shear modulus G=7000Pa. The top face of the block is in frictional
contact with a plate and constitutes the analog fault. The length of the analog fault is one meter.
The material elasticity and the analog fault length were chosen nmsivig developed scaling

laws.

Before constructing the new apparatus, a series of nhumerical simulations were performed in
order to improve the design. Three different configurations that simulate earthquakes
magnitude between 2 and 7 were studied. Thesstsaa the block and at the contact interface
were evaluated. In addition, we studied the effects of the boundaries on the stresses.
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Figures

Ill

Figure 1: Configuration of the earthquake control experiment with the frictionataxt at the top face.
Stresses are applied on the lateral faces. Instability takes place in the blue part at the top face.
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Abstract

We present Numerical Geolab, an open source project focused on the fast and efficient solution
of problems in material inelasticity, multiphysics and generalized continua. Numerical Geolab
bases on the open source finite element project FeniCS [2], that allows for a fast and efficient
symbolic formulation of the finite element model. Numerical Geokds the incremental from

of the equilibrium and coupled diffusion equations of the problem using the Voight tensor to
vector notation. This allows the users to be versatile and adapt the system of equations to their
particular application. Moreover, Numeai Geolab provides access to the Gauss points of the
finite element model, allowing the user to use any inelastic material library including
thermodynamic$ased neural networks (TANN) [4]. Geometric nonlinearity can also be taken
into account with the esof an adaptive lagrangian eulerian (ALE) procedure. Numerical
Geolab can model fairly general and complex behavior in solid mechanics, with emphasis in
geomaterials. It allows for fast, intuitive and robust implementation of general systems of
coupled pdial differential equations describing multiphysical (e.g. Therniydro-
Mechanical couplings) and (miejanechanical models (e.g. Cosserat model [7]) in inelasticity
[1,3,5,6].
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Figure 1: Structure of Numerical Geolab, example of an analysis of Cosserat Material and multtiphysical
couplings
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A constitutive model, for Lightly Cemented Granular Materials,
that predicts Dilatancy, grain Breakage and cement Damage
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Abstract

Lightly Cemented Granular Materials both naturally occurring (e.g., sandstone) aithhartif
(e.g., groutedsoil), are widely encountered, yet there is a certain lack of mathematical models
describing them in a consistent and unified manner.

In this work we develop a michmechanics inspired constitutive models for Cemented Granular
Materids whose internal variables have a clear physical physical interpretabaiids on the

work in Tengattini et al. (2014), which is able to predict several aspects of the behaviours of
bonded geomaterials (e.g., stress strain responses, localisatenmg)abut does not predict
dilation at low confinements.

In the present development dilation emerges at low confinements by explicitly adding porosity
as an internal variable, without the addition of further parameters; this extension is expired by
a malel for uncemented granular media undergoing crushing and dilation (Tengattini et al.,
2016).
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Figure 1: Schematic representation of the three Mianechanisms of inelasticity of the model
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On the influence of the loading frequency on the cyclic response of
Malaysian kaolin
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Abstract

This poster comprises some relevant results of an extensive experimental investigation on
Malaysian kaolin(liquid limit 0 0 ¢ v Pplastic limitd O Tt 11 Pand therefore, a plasticity
index 0 "O ¢ v Punder cyclic triaxial loading. Samples were prepared considered a moist
compaction method and were further saturated in the triaxial device. The mechanical behavior
of the compated kaolin samples was evaluated considering an initial mean effective pressure
of 200 kPa and different deviatoric stress amplitudgedx T fw fp 11 TkPa and loading
frequencies T8t frdt P Hz.

Figure 1la summarizes some typical results of compaetelihksamples considering an initial
mean effective pressure of 200 kPa, a deviatoric stress amplitude of 60 kPa and different loading
frequenciesT@dt fr8t i Hz. Interestingly, the results suggest that depending on the loading
frequency different shas of the mobilized effective stress loops are obtained. While larger
loading frequencies lead to banasteaped effective stress loops, small frequencies reproduced
eightshaped effective stress loops. In addition, larger loading frequencies lead to large
number of cycles to reach failure conditions (sirayteplitude of axial strain of 10%). Apart

from that, the qualitative responses on tests with different loading frequencies are essentially
the same, see Figure 1b,c. Finally, Figure 2 presents thie Syredss Ratio against the number

of cycles to reach failure conditions. The results suggest a clear shifting in the curves with
approximately unchanged inclination based on the loading frequency. The reason for the
observed differences in the behaviotat¢ dependent material behaviour, dynamic effects or
inhomogeneous fields of pore water pressure) is yet to be investigated, both experimentally and
using numerical modelling.
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Figure 1: Typical results of undrained cyclic triaxigdsts with different loading frequencies
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Compaction of cohesive granular materials
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Abstract

Cohesive granular materials play a major role in nature and industry. Cohesive interactions
between particles have various physatemicalorigins such as capillary bonding, Van der
Waals forces, and a cementing matrix [1]. Despite extensive experimental and numerical work
on these materials, their mechanical behavior under the action of external loading is still poorly
understood [2]. In tls work, we use the Discrete Element Method (DEM) to perform an
extensive parametric study of isotropic compaction of cohesive granular materials in which the
cohesive action between two particles is modeled as a constant adhesion force.

We propose a compian law expressing the relative void ratio as a generic function of a new
dimensionless numbér usingparameters such as the cohesive force, the normal stiffness and
the isotropic pressure. We also show that the finite size and wall effects candeadhtmns

from this law as a result of stress concentration at the boundary of the system.
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Porosity and permeability calculations in a biolithite using xray
tomography images
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Abstract

Successful characterization of carbonates starts from being able to properly describe them using
globally defined classification standards suckFadk, 1959; Dunham & Ham, 196%tc. Key

indices of rock quality and reservoir performance are usually directly or indirectly related to
porosity and permeability which are reflections of the internal fabric of the rock. Carbonates
are more susceptible to physicochemical reactions after depositien ,calér a long period of

time, these can alter the internal architecture of the rock creating complex pore networks and
connectivity relationships. Anisotropy the directional dependency on measurement of a
property, e.g., permeability makes establiskanglationship with porosity even more complex

i bearing in mind that anisotropy effect may also differ depending on the scale of measurement.
The ability to reconstruct representative models of the pore network is a key factor in
understanding the behawr of any complex reservoir rock when subjected to flow/dynamic
conditions. This work emphasizes on the importance of a consistent workflow, also discussed
by (Aaron & TenglLeong, 2021)during reservoir description, in addition to generating pore
network models that have representative geometrical and topological characteristics at a
microstructural scale. This enables better quantification of some reservoir parameters useful in
solving problems related to fluid flow in porous me@i@ng, et al., 2010)

X-ray computed tomography {pay CT) technique is a neshestructive method which can be
used for studying the internal architecture of core plug samples of complex rocks such as
carbonates, unconventional tight sandstones/shales, etc. The technologyaletige base

for analyses of 3D digital images has also advanced significantly over the years making it easier
to apply this methodology into workflows for evaluation of complex reser(idiezurkiewicz

& Mlynarczuk, 2013; Anselmetti, et al., 1998, efthe ability to also process digital images at
different scales enable better understanding of spatial continuity of porosity and permeability
therefore producing different useful realizations of representative pore network models.
However, the process ohalysing digital images like many other processes also has its own
uncertainties which can easily be obscured during evaluation and final interpretations can be
significantly affected negatively. In this biolithite from an outcrop in Northern Greecealdigit
images of three test plugs with different orientations (B11, B23 & B33) taken from a core
sample, including a highesolution version, (B23HR) were given (Figure 1a). Porosity and
permeability were calculated using fgecessed 3D digital images. Effee porosity was
derived by binarization of these digital images and calculated as a fraction of the total area of
objects to norobjects within a specified region of interest. Based on grey values, colour tables,
and spatiageometrical relationship ofgpe spaces, two major contributors to porosity have
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been classified in this material (Figure 1b). The smaller percentage of total pores are attributed
to moldic macroporosity while the larger percentage of pores are attributed to interparticle
microporosiy. Trends of porosity with-xay parameters such as integrated density and mean
intensity were generated for each plug sample to give insight to the distribution of pores and
their spatial/vertical relationships with each other (Figure 1c). Permeabiliiyei@ orthogonal
directions was calcul ated wusi niarngkRoat,20lAnal ys
Strong anisotropy, seen in B23 is controlled by preferential orientation of some pores (Figure
1d), the origin being under investigation.eTK, component had the highest magnitude in all
three samples and the B33 sample generally had loyoemipared to the other samples (Figure

1e). The unique fabric of this rock is such that the calculated vertical plug permeabilities, within
a very smallseparation distance (in the same core) are différdr@nce heterogeneity and
anisotropy is predicted.

Scope for further work exists by incorporating results from other techniques; mercury injection
capillary pressure (MICP), nitrogen gas adsorption, riognelectron microscope (SEM)
analysis and corresponding mineralogical interpretation from thin section analysis, etc.
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Figure 1: a) Conceptual schematic of plug sample orientations from biolithite core b) Example of final
conditioned sample used in classification of posos)tLog view and crossplots ofay properties with porosity
for B23. d) final conditioned display of Slice 90/894 of Sample B23HR. e) Permeability results from Pore
Analysis Tools (PAT).

65



339 ALERT Workshop Poster Session Aussois 2022

Water retention properties of a bentonite/sand mixture by NMR
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Abstract

Blocs of compacted bentonite/sandxmare, with a 40/60 proportion in dry mass, are being
studied as engineered barrier in the French concept foddwghradioactive waste disposal.

In the disposal, the barrier will be saturated by water infiltration from the host rock. The water
retenton properties of the bentonite/sand blocs are crucial to understand and predict the
hydromechanical behaviour of the barrier. This poster presents first laboratory results which
analyse water retention properties like water content and degree of sataatidferent
suction values. As bentonite is a highly expansive clay, all experiments were conducted at
quastconfined conditions to prevent swelling deformations and reproduce the in situ
conditions. Results obtained on the wetting path are shownspornding to the saturation
process.

In addition, results showing the porewater distribution at the microscopic scale during hydration
is also presented. For this purpose, two different experimental techniques were used at different
hydration states. Firstl by Mercury Intrusion Porosimetry (MIP) we obtained the evolution of
pore size distribution. Secondly, by Nuclear Magnetic Resonance (NMR) we searched to
observe the evolution on molecular dynamics of the pore water populations. Longitudinal and
transvesal relaxation times (T1 and T2) of its hydrogen molecules were used to represent the
molecular dynamics. In addition, we compare the relaxation time results with basal distance
evolution in the interlayer of montmorillonite during hydration. The bas#&hmiig results are
obtained from XRay Diffraction (XRD) experiments taken from the literature [1, 2]. This
comparison provides a further interpretation of porewater evolution, given that MIP cannot
estimate interlayer pores, creating a good synergy betaigmrimental techniques.
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Abstract

Climate change is causing severe seasonal and daily moisture variations, which can induce
cyclic coupled hydranechanical loads to the soil. Reproducing the aforementioned behavior
is complex from a numerical point of view and ueqs robust constitutive models able to
predict the coupling between the hydraulic and mechanical behavior efréimeed soils,
combined with predictions of histoldependent stiffness evolution at small strains. For this
reasonWo n g a n d1] déeelpped a hydrmechanical hypoplastic model for partially
saturated soils including small strain stiffness effects. The model incorporates a hysteretic void
ratio dependent water retention model formulated in terms of degree of saturation and the
intergranular strain concept modified for partially saturated conditions. In this work, a
calibration of the model bWo n g a n d1] M prégsénted to reproduce the behavior of a
completely decomposed tuff from Hong Kong at different suctionsadiition, the new
calibrated model is compared with the previous calibration under different stress paths. The
results suggests that the model is able to reasonably describe theregdranical behavior of

the decomposed tuff since the very small straimge up to the larggtrain response, but some
shortcomings have also been identified which will be corrected in future work.
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Abstract

Thedegradation due to freeziigawing (FT) cycles ighe major producer of erodible material

in mountainous badlands (Regués et al., 1995). This work aims to deepen the understanding of
degradation processes in claystone due to cyeclicifF such areas and quantify material
degradation in relation to preseR{T conditions (number of cycles, freezing temperature,
degree of saturation, etc.). The work combines extensive field monitoring at a test site with
experimental work in a laboratory.

The monitored site is a badland area in the Vallcebre basin locatked Eastern Pyrenees,

Spain. The two slopes of the Noi#outh oriented claystone ridge (Fig. 1a) are equipped with
weather stations and sensors measuring temperature, water content, thermal properties, and
suction (Fig. 1b). With proper calibration, teensors provide enough data for ice content
calculation. Figure 2 presents temperature data measuredmirate interval on the northern

slope. The data from winter 2021/2022 show a clear absence of freezing on the southern slope,
whereas the northerdope is undergoing two freezing periods. Additional field tests and
observations revealed a thicker layer of degradation on the northern slope in comparison with
the southern one.

The studied material is a natural silty clay (71% otsidted and 25% oflay-sized particles)

of relatively low plasticity (LL 40.3% and IP 20.6 %). The experimental work focuses primarily

on cyclic FT testing of natural, remolded, and recompacted, saturated and unsaturated samples
of centimeters size. The experiments areqraréd using transparent plastic cells submerged

in a freezing bath with a minimal vertical load. The temperature is recorded by thermocouples
in the center and on side of the sample and in the freezing bath and byBlictm
Mechanical System (MEMS). giire 3 represents a typical course of thetést with 5 cycles
applied.

Visual observations of freezing both in the field and in the laboratory showed a clear effect of
frost heaving on the macrostructural changes, especially in soil with a high deggégration.
Further research will focus on the effect of freezing on microstructural changes under various
conditions using Mercury Intrusion Porosimetry.
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Figures

Figure 1: Monitoring setup at the site: a) Monitored ridge with a southern slope olefthede and northern
slope on the right side. Both slopes are equipped with a weather station and sensors connected to data loggers
and an IP modem on the top of the ridge. b) 40 cm deep sensor profile on the northern slope. From the left side 4
thermoneters, 4 volumetric water content sensors (only the top 3 visible), 3 specific heat sensosyamaha
sensor (where the screwdriver points).

Figure 2: Temperature series measured at the northern slope by thermometers (at a depth of 3, 8, 12, and 20
cm), volumetric water content sensors (at 5, 15, 25, and 40 cm depth), and weather station (air).

Figure 3: F-T test of unsaturated sample recompacted at w = 18 % @nd..2 g/cn®. 5 cycles applied.
Thermocouples are measuring the temperature in the center and side (5 mm from the cell wall) of the sample
and in the freezing bath next to the cell.
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